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NOTE:	 It is important to specify the bearing  
	 housing requirement as-

(1) AL	 Housings for shaft end, with end cover,  
	 for non-locating bearing. 
(2) AF 	 Housings for shaft end, with end cover,  
	 for locating bearing. 
(3) BL 	 Housings for through shaft, for  
	 non-locating bearing. 
(4) BF 	 Housings for through shaft, for locating  
	 bearing.

UCP Bearing Housings (2-Bolt Pillow Block)

The UCP Series features heavy-duty 2-bolt pillow block bearing 
housings designed for general industrial applications requiring 
reliable shaft support and straightforward installation. Suitable for 
a wide range of bearing sizes, the range is commonly used across 
manufacturing, conveying, processing and packaging equipment.

Bri-Mac can supply standard cast iron units alongside stronger flame 
cut steel alternatives and corrosion-resistant stainless steel versions. 
Custom designs and modified configurations can also be provided to 
suit specific operating conditions.

The pedestal housing design provides excellent strength and impact 
resistance. Installation should be carried out on a clean, accurately 
aligned mounting surface.

The UCP range is not supplied with a standard sealing arrangement. 
Suitable sealing solutions and end covers can be specified to suit  
the operating environment, contamination levels, and  
maintenance requirements.

PRODUCT OVERVIEW

SEALING ARRANGEMENTS

LIFTING & HANDLING

MATERIALS

The UCP range is available in:
• 	UCP	 – Grey cast iron
• 	UCP-S	 – Cast steel
• 	UCP-T	 – Flame-cut steel (S275JR)
• 	UCP-SS	– Stainless steel (304 or 316 grade)

DESIGNATION DESCRIPTION

Standard Bearing on adapter sleeve for plain cylindrical shaft

C Bearing on adapter sleeve for stepped shaft

D Bearing on withdrawal sleeve for stepped shaft

G Bearing on stepped shaft with felt and labyrinth seals

H Bearing on stepped shaft with felt seal, prepared  
for supplementary V-ring seal

A Blank shaft housing (with end cover)

B Through shaft housing

L Non-locating (free) bearing arrangement

F Locating (fixed) bearing arrangement

P Cross-location arrangement

V Housing supplied with grease escape hole

D Housing for bearings with cylindrical bore  
(444 series only)

TS Housing fitted with labyrinth seals

TAC Housing fitted with taconite seals

SUPPLEMENTARY DESIGNATIONS

HOUSING CONFIGURATIONS
• AL	 Blank shaft (with end cover), non-locating bearing. 
• AF 	Blank shaft (with end cover), locating bearing. 
• BL 	 Through shaft, non-locating bearing. 
• BF 	 Through shaft, locating bearing.
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Bri-Mac 
Part No

Shaft 
Dia (da)

Dimensions (mm)

D S B A H H1 H2 L J N N1

UCP 201 12

47 12.7 31 38
62 15

14 127 95 16 13
UCP 202 15

UCP 203 17

UCP 204 20 65 33.3

UCP 205 25 52 14.3 34.1 38 71 36.5 15 140 105 16 13

UCP 206 30 62 15.9 38.1 48 83 42.9 17 165 121 20 17

UCP 207 35 72 17.5 42.9 48 93 47.6 18 167 127 20 17

UCP 208 40 80 19 49.2 54 98 49.2 18 184 137 20 17

UCP 209 45 85 19 49.2 54 106 54 20 190 146 20 17

UCP 210 50 90 19 51.6 60 114 57.2 21 206 159 23 20

UCP 211 55 100 22.2 55.6 60 126 63.5 23 219 171 23 20

UCP 212 60 110 25.4 65.1 70 138 69.8 25 241 184 23 20

UCP 213 65 120 25.4 65.1 70 151 76.2 27 265 203 28 25

UCP 214 70 125 30.2 74.6 72 157 79.4 27 266 210 28 25

UCP 215 75 130 33.3 77.8 74 163 82.6 28 275 217 28 25

UCP 216 80 140 33.3 82.6 78 175 88.9 30 292 232 28 25

UCP 217 85 150 34.1 85.7 83 187 95.2 32 310 247 28 25

UCP 218 90 160 39.7 96 88 200 101.6 33 327 262 30 27

UCP Bearing Housings (2-Bolt Pillow Block)


